


Electrical Operated Directional Control Valve

Function Instruction

Electrical operated directional control valve uses solenoid to
pull the spool and change the direction of the hydraulic oil.
Electrical operated directional control valve can directly
control the flow on-off and change. It also can be used as
the pilot—operated valve, which could operate other valves.

Model description

EW-x x -x -x x_ x [x x 50 *
Remarks
Electrical operated
directional control valve
e Serial number
Specification 50 Rexroth type
02 6 NS6 60 Vickers type
03 10 NS10 70 Yuken type
Connect type Seal material
) NBR Omit NBRseal
Omit Plug type v FPM seal
Z6
Z6 Wire box type
Omit No damp
08 20.8 Damp
Function code 10 21.0 Damp
12 91.2 Damp
Details as following symbol table
Working voltage Omit without emergency push rod
D12 DCiz2v N9
D24 DC24V N9 With emergency push rod
A110 AC110V
A220 AC220V
B110 AC110V Rectified Z4 Square connector
B220 AC220V Rectified Z5 Large square connector
Z5L Square connector with light
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No return spring and no
mechanical positioning

*DX( )
03 2D2,2D3,2D8

Note: *D*( No return spring mechanical position) solenoid directional control valve should be

installed horizontally.

Among these types, there are no 2D2,2D3,2D8

Name of solenoid

1.a When movementa P-A
2.b When movementb P-B
3. 3C5,3C6
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Qil flow in the opposite direction with the above-mentioned movement for

3C5 3C6 sym60L valle.
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